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 Starting a scan
Repeatedly scans all channels.

q  Push [FUNC](M), and then push [SCAN](5) to start 
the scan.

 •  To change the scan direction, push [Y] or [Z].
w  To cancel the scan, push any key except [ ], [Y]/

[Z], [MONI] or [FUNC](M). 

 Scan resume setting
Various pause and timer options can be selected with 
the Scan Resume function.

q  Push [FUNC](M), and then push [SET](8) to enter the 
Set mode.

w  Push [Y] or [Z] to select the scan pause timer item 
(SCt, or SCP).

e  Rotate [VOL] to select the desired scan resume op-
tion.

 •   “SCt. 5/10/15” : Timer scan 
     The scan pauses for 5 to 15 seconds, 

when a signal is received.
 •  “SCP. 2” : Pause scan 
     The scan pauses, then resumes 2 sec-

onds after the signal disappears.
r Push [# ENT] to exit the Set mode.

 About scan
A scan automatically searches for signals, and makes 
it easier to locate new stations for contact or listening 
purposes.

Mch 1

Mch 0

Mch 2 Mch 3 Mch 4 Mch 5

Mch 10Mch 199 Mch 9 Mch 8 Mch 7

Mch 6

Push       , and then push       . (The scan starts.)

(Pause scan is selected.)

(Timer scan (15 seconds) is selected.)

• The “Scan pause timer” item in the Set mode

5 SCAN OPERATION

About this Instruction Manual (PDF format)

These Instruction Manual describe the details of the IC-U80L’s features. And, this PDF formatted manual provides you 
with convenient functions, as follows.

Move to the previously read page
Click [Previous view] at the left top on an each page, to 
move back to the previously read page.

Shows a term description
When the mouse cursor is moved over a term which 
is highlighted in yellow, the description of term is dis-
played.

Shows the location of keys
When the cursor is moved over a term with a red un-
derline, a red circle appears around the appropriate 
key(s) on the fi gure of transceiver.

Example:  When the cursor is moved over [FUNC](M) in 
the description, a red circle appears around 
the appropriate key(s).

The screen shots at the right column, correspond to 
the operating instructions and procedures shows both 
setting and operating example.

INTRODUCTION
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Functions and features of Adobe® Reader®

The following functions and features can be used with Adobe® Reader®.

• Keyword search
    Click “Find (Ctrl+F)” or “Advanced 

Search (Shift+Ctrl+F)” in the Edit 
menu to open the search screen.

    This is convenient when search-
ing for a particular word or phrase 
in this manual.

   * The menu screen may differ, depend-
ing on the Adobe® Reader® version.

• Find screen

• Advanced search screen

Click to open the fi nd or search 
screen or advanced search screen.

• Printing out the desired pages.
    Click “Print (P)” in File menu, and then select the pa-

per size and number of copies you want to print.
 * The printing setup may differ, depending on the 

printer. Refer to your printer’s instruction manual for 
details.

 * Select "A4" size to print out the page in the equal-
ized size.

• Read Out Loud feature.
    The Read Out Loud feature reads aloud the text in 

this Instruction Manual.
    Refer to the Adobe® Reader® Help for the details.
   ( This feature cannot be used, depending on your PC 

environment including operating system.)

*The screen may differ, depending on the Adobe® Reader® version.
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FOREWORD
Thank you for purchasing this fi ne Icom product. The 
IC-U80L UHF TRANSCEIVER is designed and built with 
Icom’s state of the art technology and craftsmanship. 
With proper care this radio should provide you with 
years of trouble-free operation.

FEATURES
❍  Dust-protection/Splash-resistant construc-

tion (IP54*)
  * Only when the battery pack or case, antenna and jack cover are 

attached.

❍  Built in VOX circuit enabling the VOX opera-
tion* (voice operated transmission)

  * To use the VOX operation, an optional headset and a plug adapt-
er cable are additionally required.

IMPORTANT
READ ALL INSTRUCTIONS carefully and completely 
before using the transceiver.

SAVE THIS INSTRUCTION MANUAL— This instruc-
tion manual contains important operating instructions 
for the IC-U80L.

EXPLICIT DEFINITIONS

WORD DEFINITION

R DANGER! Personal death, serious injury or an explo-
sion may occur.

R WARNING! Personal injury, fi re hazard or electric 
shock may occur.

CAUTION Equipment damage may occur.

NOTE
Recommended, only inconvenience.
No risk of personal injury, fi re or electric 
shock.

SUPPLIED ACCESSORIES
The following accessories are supplied with the transceiver.

AntennaBattery pack*

Belt clipJack cover
(with screws)

Battery charger*
AC adapter*

*Not supplied, or the shape is different, depending on the version.

Icom, Icom Inc. and the Icom logo are registered trademarks of Icom 
Incorporated (Japan) in Japan, the United States, the United King-
dom, Germany, France, Spain, Russia and/or other countries.

Microsoft, Windows and Windows Vista are registered trademarks of 
Microsoft Corporation in the United States and/or other countries.
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 RDANGER! USE the battery only with the transceiver 
for which it is specifi ed. Never use a battery with any 
other equipment, or for any purpose that is not specifi ed 
in the instruction manual.

RDANGER! NEVER short the terminals of the battery 
pack.

RWARNING! NEVER hold the transceiver so that the 
antenna is very close to, or touching exposed parts of 
the body, especially the face or eyes, while transmitting. 
The transceiver will perform best if the microphone is 5 to 
10 cm away from the lips and the transceiver is vertical.

RWARNING! NEVER operate the transceiver with a 
headset or other audio accessories at high audio levels. 
Hearing experts advise against continuous high volume 
operation. If you experience a ringing in your ears, re-
duce the audio level or discontinue use.

RWARNING! NEVER operate the transceiver while 
driving a vehicle. Safe driving requires your full atten-
tion—anything less may result in an accident.

RWARNING! NEVER operate or touch the transceiver 
with wet hands. This may result in an electric shock or 
damage the transceiver.

DO NOT operate the transceiver near unshielded elec-
trical blasting caps or in an explosive atmosphere.

DO NOT push [PTT] when not actually intending to trans-
mit.

DO NOT use or place the transceiver in direct sunlight 
or in areas with temperatures below –20°C or above 
+60°C.

DO NOT use harsh solvents such as benzine or alcohol 
when cleaning, as they will damage the transceiver's sur-
faces.

DO NOT disassemble or modify the transceiver for any 
reason.

KEEP the transceiver out of the reach of children.

KEEP the transceiver away from heavy rain, and never 
immerse it in the water. The transceiver meets IP54* 
requirements for dust-protection and splash resistance. 
However, once the transceiver has been dropped, dust-
protection and splash resistance cannot be guaranteed 
because of possible damage to the transceiver’s case or 
the waterproof seal.
* Only when the battery pack or case, antenna and jack cover 
are attached.

BE CAREFUL! The transceiver will become hot when 
operating it continuously for long periods of time.

Even when the transceiver power is OFF, a slight cur-
rent still fl ows in the circuits. Remove the battery pack 
or case from the transceiver when not using it for a long 
time. Otherwise, the battery pack or installed dry cell 
batteries will become exhausted.

PRECAUTIONS
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■ Antenna
Connect the supplied antenna to the antenna connector.

CAUTION:
•  NEVER carry the transceiver by holding only the 

antenna.
•  Transmitting without an antenna may damage the 

transceiver.

■ Belt clip
To attach the belt clip:
➥  Slide the belt clip in the direction of the arrow until the 

belt clip locks in place, and makes a ‘click’ sound.

To detach the belt clip:
q  Remove the battery pack or case from the transceiv-

er, if it is attached.
w  Lift the tab up (q), and slide the belt clip in the direc-

tion of the arrow (w).

■ Battery pack or case
To attach the battery pack or case:
q  Fit the battery pack or case in the direction of the ar-

row (q), then close.
w  Hook the latch until it makes a ‘click’ sound (w).

To remove the battery pack or case:
  R WARNING! The latch is tightly locked, so use caution 
when releasing it. DO NOT use your fi ngernail. Use the 
edge of a coin or screwdriver tip to carefully release it.

➥  Unhook the latch (z), and then lift up the battery 
pack or case in the direction of the arrow (x).

  CAUTION: NEVER remove or attach the battery 
pack or case when the transceiver is wet or soiled. 
This may result in water or dust getting into the trans-
ceiver or the battery pack or case, and may result in 
them being damaged.

 NOTE: Keep battery terminals clean. It’s a good idea 
to occasionally clean them.

■ Jack cover
Attach the jack cover when optional equipment is not 
used.

Belt clip

Battery pack/case

q

w

To attach the jack cover
q  Attach the jack cover to 

the [SP MIC] jack.
w  Insert and tighten the 

screws.

To detach the jack cover
z  Remove the screws 

with a phillips screw-
driver.

x  Detach the jack cover to 
connect optional equip-
ment.

w

q

Latch

Battery pack/case

z

x

w

w

q

z

z

x

1 ACCESSORIES
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■ Front, top and side panels

q PTT SWITCH [PTT]
 ➥ Hold down to transmit, release to receive. (p. 4-3)
   ➥  While in the DTMF memory mode, push to save 

the DTMF memory channel. (p. 6-2)

w ANTENNA CONNECTOR
 Connect an antenna here. (p. 1-2)

e CONTROL DIAL [VOL]
 ➥ Adjust the audio level. (p. 4-2)
 ➥  While in the Set mode, rotate to select the desired 

item, option or value. (p. 7-2)

 r EXTERNAL SPEAKER/MICROPHONE JACKS [SP MIC]
  Accepts an optional speaker-microphone, plug 

adapter cable or cloning cable connector. The inter-
nal microphone and speaker will not function when 
an option is connected.

   CAUTION: Be sure to turn OFF the transceiver 
power, before connecting or disconnecting option-
al equipment to or from the [SP/MIC] jack.

t MONITOR KEY [MONI]
 ➥  Hold down to temporarily open the squelch to 

monitor the operating channel. (p. 4-2)
 ➥  While holding down the key, push [Y] or [Z] to 

adjust the squelch level. (p. 4-2)
 ➥ Enters or transmit the DTMF code ‘A.’ (pp. 6-2, 6-3)

y POWER KEY [ ]
  Hold down for 1 second to turn the power ON or OFF.  

(p. 4-2)

u UP/DOWN KEYS [Y]/[Z]
 ➥  Push to select a channel. (p. 4-2)
 ➥  While scanning, push to change the scanning di-

rection. (p. 5-2)
 ➥  While holding down [MONI], push to adjust the 

squelch level. (p. 4-2)
 ➥  While in the Set mode, push to select a setting 

item. (p. 7-2)
 ➥ [Y] enters or sends the DTMF code ‘B.’ (pp. 6-2, 6-3)
 ➥ [Z] enters or sends the DTMF code ‘C.’ (pp. 6-2, 6-3)

i VFO/MEMORY/CALL KEY [VFO/MR/CALL]
 ➥ Push to exit the DTMF memory mode. (p. 6-2)
 ➥ Enters or sends the DTMF code ‘D.’ (pp. 6-2, 6-3)

q

w
e

r

t

y

u

i

Function
display (p. 2-4)

Keypad (p. 2-3)

Microphone

Speaker

2 PANEL DESCRIPTION

Icom
ハイライト表示
(Push To Talk)

Icom
ハイライト表示
(Dual Tone Multi-Frequency (=touch-tone))Used for transmit/receive numeric information such as phone number, PIN, remote radio control commands etc.
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