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FOREWORD

IMPORTANT

Thank you for purchasing this lcom product. The IC-E2820
DUAL BAND FM TRANSCEIVER is designed and built with Icom’s
superior technology and craftsmanship. With proper care, this
product should provide you with years of trouble-free opera-
tion.

We want to take a couple of moments of your time to thank
you for making your IC-E2820 your radio of choice, and hope
you agree with Icom’s philosophy of “technology first.” Many
hours of research and development went into the design of
your IC-E2820.

¢ FEATURES

O Diversity reception

O DV (Digital Voice) with GPS operation
capabilities (Optional UT-123 is required)

O VIV, U/U simultaneous receive capability

O Independent controls for both left and right
receivers

O Separate controller for flexible installation
O Remote control microphone included

READ ALL INSTRUCTIONS carefully and completely

before using the transceiver.

SAVE THIS INSTRUCTION MANUAL— This in-
struction manual contains important operating instructions for
the 1C-E2820.

EXPLICIT DEFINITIONS

WORD DEFINITION
A WARNING! Personal injury, fire hazard or electric shock
may occur.
CAUTION | Equipment damage may occur.
NOTE Recommended for optimum use. No risk of
personal injury, fire or electric shock.

Icom, Ilcom Inc. and the fcom logo are registered trademarks of lcom
Incorporated (Japan) in the United States, the United Kingdom, Ger-
many, France, Spain, Russia and/or other countries.

All other products or brands are registered trademarks or trademarks
of their respective holders.



PRECAUTIONS

AWARNING RF EXPOSURE! This device emits Radio
Frequency (RF) energy. Extreme caution should be observed when
operating this device. If you have any questions regarding RF expo-
sure and safety standards please refer to the Federal Communica-
tions Commission Office of Engineering and Technology’s report on
Evaluating Compliance with FCC Guidelines for Human Radio fre-
quency Electromagnetic Fields (OET Bulletin 65).

AWARNING! NEVER connect the transceiver to an AC out-
let. This may pose a fire hazard or result in an electric shock.
AWARNING! NEVER operate the transceiver while driving a
vehicle. Safe driving requires your full attention—anything less may
result in an accident.

NEVER connect the transceiver to a power source of more than
16 V DC. This will damage the transceiver.

NEVER connect the transceiver to a power source using reverse
polarity. This will damage the transceiver.

NEVER cut the DC power cable between the DC plug and fuse
holder. If an incorrect connection is made after cutting, the transceiver
may be damaged.

NEVER expose the transceiver to rain, snow or any liquids. The
transceiver may be damaged.

NEVER operate or touch the transceiver with wet hands. This may
result in an electric shock or damage the transceiver.

NEVER place the transceiver where normal operation of the vehi-
cle may be hindered or where it could cause bodily injury.

NEVER let objects impede the operation of the cooling fan on the
rear panel.

DO NOT push the PTT when not actually desiring to transmit.

DO NOT allow children to play with any radio equipment contain-
ing a transmitter.

During mobile operation, DO NOT operate the transceiver with-
out running the vehicle’s engine. When the transceiver’s power is ON
and your vehicle’s engine is OFF, the vehicle’s battery will soon be-
come exhausted.

AVOID using or placing the transceiver in direct sunlight or in
areas with temperatures below —10°C or above +60°C.

BE CAREFUL! The transceiver will become hot when operat-
ing it continuously for long periods.

AVOID setting the transceiver in a place without adequate venti-
lation. Heat dissipation may be affected, and the transceiver may be
damaged.

AVOID the use of chemical agents such as benzine or alcohol
when cleaning, as they can damage the transceiver’s surfaces.
USE Icom microphones only (supplied or optional). Other manu-
facturer’s microphones have different pin assignments and may dam-
age the transceiver if attached.



SUPPLIED ACCESSORIES
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(DODC power cable (3 M) ......vieeeeiiiiiiiieeee e 1
@ Controller cable (10 CM) .....oeieiiiiiiieee e 1
(3 Separation cable (3.4 MY ...oooiiiiiiiiiiiee e 1
@ Magnets With SCTEWS  .........viiiiiieieiiiieee e, 2
BFUSE (20 A) o 1
®Microphone hanger .................eeveveeeieieieiieiiieieeeeee, 1
@Microphone (HM-133)*  ......coooiiiiiiiieeeeeeeeeee 1
(®Mounting screws, nuts and washers ..................... 1 set
(®Mobile mounting bracket —...............ceeeiiiiiiieeeiiinnn... 1
(9 Microphone connector plate with screw —............... 1 set
@DRemote controller bracket ...............ccccceeeeiiiiiiiinnnn... 1

*HM-154 HAND MICROPHONE may be supplied with some versions.
TApprox.
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Bl QOUICK REFERENCE GUIDE

M Installation

¢ Precaution— magnets

ACAUTION
Magnets are used for the controller’s attachment to the main
unit.

NEVER hold the whole unit by the controller only when carry-
ing the transceiver. Carry the transceiver holding the main
unit. If held by the controller, the main unit may drop off and
may result in injury to the person carrying it or damage the
transceiver.

NEVER attach the controller on the main unit’s top cover, par-
ticularly around the internal speaker grill. It may cause the
contents of the CPU and memory device could be deleted.

may cause the contents of the CPU and memory device
could be deleted.

NEVER put the controller near a clock, television set (CRT
type), magnetic compass and any magnetic/IC cards, credit
cards, etc. It may cause the product to malfunction, and the
content of the magnetic card could be deleted.

Please note that the controller may drop off when a high im-
pact or vibration is applied.

< Installation methods

Controller

Main unit— 4

* The supplied remote controller bracket and separation cable
can be used for installation.

* The optional MB-65 MOUNTING BASE must be used when in-
stalling into your vehicle.

+ Optional OPC-440 MICROPHONE CABLE (5.0 m) is available
to extend the microphone cable.

+ Optional OPC-441 sPeAKER cABLE (5.0 m) is available to ex-
tend the speaker cable.



< Location

Select a location which can support the weight of the trans-
ceiver and does not interfere with driving. We recommend the
locations shown in the diagram below.

NEVER place the transceiver or remote controller where nor-
mal operation of the vehicle may be hindered or where it
could cause bodily injury.

NEVER place the transceiver or remote controller where air
bag deployment may be obstructed.

DO NOT place the transceiver or remote controller where hot
or cold air blows directly onto it.

AVOID placing the transceiver or remote controller in direct
sunlight.

X

=— Main unit i/

oa—
/ Controller unit\

%L Main unit

QUICK REFERENCE GUIDE

< Using the mounting bracket
(D Drill 4 holes where the mounting bracket is to be installed.
* Approx. 5.5-6 mm when using nuts; approx. 2-3 mm when using
self-tapping screws.
@Insert the supplied screws, nuts and washers through the
mounting bracket and tighten.
(®Adjust the angle for your suitable position.

Spring was,:z:/"% % % %

« Mounting

bracket
When using
self-tapping @‘\W@T@
screws Z 4
ot T
Flat washer o
al )
U\VL Mounting nut

25°D%ﬁ\h :/F

g IMPORTANT!

7, Detailed installation notes for Icom mobile transceivers to
7 fitted into vehicles are available. Contact your lcom dealer
/ or distributor.
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QUICK REFERENCE GUIDE

< Controller/Separation cable connection

Two connection cables, controller cable (10 cm) for single
body installation and separation cable (3.4 m) for remote in-
stallation, are supplied with the 1C-E2820.

Connect the controller and the main unit using with the sup-
plied connection cable as follows.

Controller

Main unit

(e

0—6 pin connector

4-pin connector

IMPORTANT!— number of pin

The connectors on the ends of the connection cable have dif-
ferent numbers of pins - one end has 6 pins and the other end
4 pins. You should connect the 6-pin connector to the main
unit, and the 4-pin connector to the controller.

< Microphone connection

A microphone connector is available on the main unit front
panel. Connect the supplied microphone connector as illus-
trated below.

Controller

Microphone

Attach the supplied microphone connector plate after the mi-
crophone connection, otherwise the controller will separate
from the mail unit when the microphone cable is pulled during
single body installation.




< Optional GPS antenna connection

When the optional UT-1283 is installed, the GPS antenna sup-
plied with the UT-123 can be connected.

Connect the GPS antenna as below.

=qa S~

GPS antenna

to [GPS ANT]
GPS antenna cable length: approx. 5 m (16.4 ft)

Mount the GPS antenna onto a convenient flat surface. The
GPS antenna includes magnet mount base, therefore, the an-
tenna can be mounted onto a metal roof/wall, etc.

NOTE
When the GPS antenna is connected, only remote installa-
tion is allowed.

QUICK REFERENCE GUIDE

< Important notes when using GPS receiver

+ The GPS antenna is not weather-proof construction, there-
fore, NEVER install the antenna in outdoor.

* Please do not install the GPS antenna close the TX an-
tenna. The transmit signal may cause GPS receiver mul-
function.

+ The GPS signal cannot pass through the metal object.
When installing GPS antenna inside a vehicle, we recom-
mend to mount under the front or rear glass such as on the
dashboard, etc. Please avoid the areas shown in the follow-
ing:

1. Do not mount where it will block the driver’s view.
2. Do not mount where the air bags could deploy.

* The Global Positioning System (GPS) is built and operated
by the US Defence Department. The Department is respon-
sible for accuracy and maintenance of the system. Any
changes that the Department makes may affect the accu-
racy and function of the GPS system.

* When GPS receiver is activated, please do not cover the
GPS antenna with any object.

+ The GPS receiver may not work if used in the following lo-
cations:
1. Tunnels or high-rise buldings
2. Underground parking lot
3. Under a bridge or viaduct
4. In remote forested areas
5. Under bad weather condition (rainy or cloudy day)
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